
Audit site: Weir Estate

Weir Road

Balham

London

SW12 0NU

(no photo)

Mobile Phone

Base-Station Audit

The Office of Communications (Ofcom) is responsible for management of the civil radio spectrum in 
the UK. Following recommendations of the Stewart Report in 2000 Ofcom is continuing a national 
measurement programme to ensure that emissions from cellular base stations do not exceed the 
guidelines for public maximum exposure set by the International Commission on Non-Ionizing 
Radiation Protection (ICNIRP).

Electric field strength measurements made in various bands are referenced to and presented 
alongside the relevant ICNIRP public maximum exposure levels. On the left hand side of the results 
page(s) is a graphical representation of the radio spectrum surveyed at each location on the site. The 
red line on each graph indicates the ICNIRP guideline exposure level for that frequency band. To the 
right hand side of each graph is a table showing the ten highest level emissions recorded within a 
band.

Further explanation of the results and their context within the ICNIRP guidelines can be provided by 
the Ofcom officers at the time of the audit or by contacting Ofcom on 020 7981 3040 or by e-mail at 
contact@ofcom.org.uk A glossary of terms can be found at the end of the report.

Results taken from all audit sites and further information on the audit programme can be found on the 
Ofcom website at www.ofcom.org.uk
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Summary of results:

Location Total band exposure Relationship to ICNIRP Limit

Play area outside Quennel House 2.23085E-05 1/ 44826

Atkins Road outside Glanville House 1.81926E-05 1/ 54968

Outside Weir Link Nursary 1.48704E-05 1/ 67247

Weir Road outside Dan Bryant House 1.26096E-05 1/ 79305

Grass area behind Jewell House 8.83034E-06 1/ 113246

Outside Weir Link Reception 3.2396E-06 1/ 308680

Issued on behalf of Ofcom.

Issued by: Received by:

AB Weir Estate Residents Association

Field Engineer

The following table, sorted in descending order of signal level, summarises the results obtained at each 

measurement location.

Report Summary

As the radio spectrum is continually changing, these measurements can only provide information on the radio 

frequency (RF) conditions for the specific locations at the time of the survey.

Ofcom performed this survey of the RF emission environment prevailing in the vicinity of Weir Estate on 

24/06/2010
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1.

2.

3.

Survey equipment

The measurements were performed using:

*

*

Receiver:

Manufacturer: Rohde & Schwarz

Model: FSH6

Serial Number: 100685

Probe:

Manufacturer: Rohde & Schwarz

Model: TS-EMF

Serial Number: 100046

a carefully calibrated exposure level meter for all cellular frequencies to ensure that that the 

measurements are meaningful and accurate.

an isotropic field probe, which reacts to all polarisations (directions) of the electric field, in a similar 

way to biological tissue. 

Survey Methodology

EM power density levels have been measured in this survey using a carefully designed

and controlled methodology. Elements of this methodology include:

A peak search around the identified location in order to determine with accuracy the spot where the 

maximum radiation levels are being received. To achieve this, the survey engineer walked in the 

area surrounding the site along a pre-defined template path, using the hand-held probe and noted 

the location of maximum reading.

The probe was then positioned on a tripod at the exact location of the maximum radiation level 

readings and the measurement taken. The height of the probe is approximately 1.5m above the 

ground.

The exact measurement position was recorded using a GPS receiver and photographs of the 

location were taken where appropriate.
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Site: Weir Estate

Location: Outside Weir Link Reception

Total Band Exposure Quotient: 3.2396E-06

Total Number of Measurements: 4

NGR: TQ 2938 7363

Start time: 24/06/2010 10:55

Officer: AB

(no photo)

Frequency 

(MHz)

Power 

Density 

(W/m2)

ICNIRP 

Maximum 

(W/m2)

Exposure 

Quotient

955.2 2.6059E-08 4.776 5.4563E-09

958 1.8663E-08 4.79 3.8962E-09

958.8 1.7605E-08 4.794 3.6723E-09

950.8 1.4833E-08 4.754 3.1201E-09

948.8 1.3239E-08 4.744 2.7906E-09

944 1.2751E-08 4.72 2.7014E-09

957.2 1.111E-08 4.786 2.3213E-09

942.4 1.0046E-08 4.712 2.1319E-09

926.8 9.8417E-09 4.634 2.1238E-09

944.2 9.6136E-09 4.721 2.0363E-09

Band Exposure Quotient: 3.025E-08

Measurement location: Outside Weir Link Reception
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Frequency 

(MHz)

Power 

Density 

(W/m2)

ICNIRP 

Maximum 

(W/m2)

Exposure 

Quotient

1866.8 4.4192E-06 9.334 4.7345E-07

1831.6 1.3066E-06 9.158 1.4267E-07

1831.2 1.1998E-06 9.156 1.3104E-07

1842.4 1.0361E-06 9.212 1.1247E-07

1835.4 6.6984E-07 9.177 7.2991E-08

1838.8 6.1197E-07 9.194 6.6562E-08

1825.4 5.7564E-07 9.127 6.307E-08

1824.8 5.687E-07 9.124 6.233E-08

1841 5.5683E-07 9.205 6.0492E-08

1863.6 5.3812E-07 9.318 5.7751E-08

Band Exposure Quotient: 1.2428E-06

Frequency 

(MHz)

Power 

Density 

(W/m2)

ICNIRP 

Maximum 

(W/m2)

Exposure 

Quotient

393.425 3.2476E-07 2 1.6238E-07

391.7 3.1456E-07 2 1.5728E-07

394.275 3.0907E-07 2 1.5453E-07

392.175 2.986E-07 2 1.493E-07

390.225 2.9579E-07 2 1.479E-07

393.875 2.9341E-07 2 1.467E-07

391.925 2.91E-07 2 1.455E-07

391.125 2.8828E-07 2 1.4414E-07

394.725 2.8651E-07 2 1.4325E-07

392.375 2.8365E-07 2 1.4183E-07

Band Exposure Quotient: 1.4928E-06

Frequency 

(MHz)

Power 

Density 

(W/m2)

ICNIRP 

Maximum 

(W/m2)

Exposure 

Quotient

2112.8 7.3497E-07 10 7.3497E-08

2152.4 7.2128E-07 10 7.2128E-08

2117.7 6.2441E-07 10 6.2441E-08

2162.3 5.9917E-07 10 5.9917E-08

2167.2 5.2073E-07 10 5.2073E-08

2132.6 3.1794E-07 10 3.1794E-08

2147.3 3.1443E-07 10 3.1443E-08

2157.2 3.0303E-07 10 3.0303E-08

2142.5 3.0246E-07 10 3.0246E-08

2137.4 2.9856E-07 10 2.9856E-08

Band Exposure Quotient: 4.737E-07
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Site: Weir Estate

Location: Grass area behind Jewell House

Total Band Exposure Quotient: 8.83034E-06

Total Number of Measurements: 4

NGR: TQ 2934 7369

Start time: 24/06/2010 11:14

Officer: AB

(no photo)

Frequency 

(MHz)

Power 

Density 

(W/m2)

ICNIRP 

Maximum 

(W/m2)

Exposure 

Quotient

944 2.4937E-07 4.72 5.2832E-08

958.8 1.3401E-07 4.794 2.7953E-08

958 9.1194E-08 4.79 1.9038E-08

942.4 7.2899E-08 4.712 1.5471E-08

944.2 7.1313E-08 4.721 1.5106E-08

950 5.3412E-08 4.75 1.1245E-08

950.8 3.2945E-08 4.754 6.93E-09

959 2.8357E-08 4.795 5.914E-09

950.2 2.7624E-08 4.751 5.8144E-09

943.8 2.5931E-08 4.719 5.495E-09

Band Exposure Quotient: 1.658E-07

Measurement location: Grass area behind Jewell House

1E-09
1E-08

0.0000001
0.000001

0.00001
0.0001

0.001
0.01

0.1
1

10

9
2
1

9
2
4
.6

9
2
8
.4

9
3
2
.2

9
3
6

9
3
9
.8

9
4
3
.6

9
4
7
.4

9
5
1
.2

9
5
5

9
5
8
.8

GSM 900

Power Density ICNIRP Limit

Page 6 of 17


